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Company / i&it 25]: ZERAFA STUDIO LLC.

Design Team / i&itBBA: Jason M Zerafa, Joaquin Boldrini-Lopez
Location / #53: Niagara Falls, Ontario Canada

Site Area / FIE#R : 7400 m’ (183 acres)

Gross Floor Area/ B@HER : 500 m’

Structure / %&#3: Steel frame with Pre-tensioned hollow core slab
Structural Engineer / &#)T12If: ACA Engineering

Max. Height / R KEE: 85m

Photo / 18%: Tom Arban
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ETAFE@EE | roof plan

—BFmEA | firstfloor plan

ZEBFEEA | second floor plan

H#EEE | site plan



The house is comprised of three distinct horizontal volumes, each with a specific material guality. The building’s north south massing is
defined by 2 overlaid rectangular shells within which the glass, cedar and granite clad volumes for the interior living spaces are placed
and a series of remaining voids create covered exterior spaces. The shell exteriors are clad in silver metal panel and are mostly opaque to
provide privacy from adjacent properties to the north and south. The ground floor is comprised of two primary program groups separated

Dy an east west glazed circulation space that bisects the house and extends the river views through to the rear garden.

The service and ancillary spaces, garage, storage, guest suite and access to the basement level are contained within a single-story bar
that runs east to west to minimize the obstruction of views. The primary living spaces are distributed in a linear bar across the width of
the site to maximize exposure to river views. The home office, kitchen/dining room and double height living room extend the

full width of the north south bar to mediate the front and rear gardens and establish a strong visual connection to the

outdoors.The more private spaces including an expansive master suite, two additional bedrooms with - en-suite

bath and laundry facilities are distributed in a parallel bar on the second floor accessible by a dramatic

sculptural stair. The master suite extends the length of the River view

facade bridging across the circulation space below and extending

out to a large covered terrace. The double-height living room

features a custom designed "'museum” stair, engineered

and fabricated locally of steel-reinforced maple

and has a furniture-grade walnut finish and

structural glass railing.
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